
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
POWERCLAD® Debris Netting is a monofilament polyethylene knitted netting for temporary containment and weather protection applications, suitable for all tube & fitting and modular scaffold 
systems. 
Flame Retardant Grade is particularly recommended for safety‐critical installations. 
 

PRODUCT Flame retardant Colours °C 
ASTM D737 EN 

ISO 9237 
cm3/cm2/sec 

Cf Meters Pallet 
quantity 

FLAME RETARDANT GRADE 

Powerclad DNFR 
Flame Retardant Debris Netting 

TS 62 Cert No. CF 6049 BS 476 
Part 12C 

EN 13501‐1, B‐s1,d0* 

White, Green, Blue, Red, Black**  
Other colours available on request  ‐40 to +70  >1,500  0.45 

2.0 x 50 
3.0 x 50 
3.2 x 50 

50 
30 
30 

NON‐FLAME RETARDANT 
GRADE 

Powerclad DN 
Debris Netting  NA 

Green, Blue, Red, Yellow, Orange, 
Black, Pink, White**  ‐40 to +70  >1,500  NT  2.0 x 50 

3.0 x 50 
50 
30 

*Tested For White  **Not all colours available in all sizes. 
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